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More than 60 Years ofExperience

ü Power network testing, Diagnosis & Fault

ü   Fault Location in TelecommsNetworks

ü   Water Loss Detection & Active Leakage Control

ü   Line, Utility and Object location

ü   Inspection cameras
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Pinpointing a leak with a SebaKMTground 
microphone (approx. 1960, Egypt)

Pinpointing water leaks 60 years ago



Gulf News
Three Dubai Metro stations closed 

to due burst water pipe on Shaikh Zayed

Road DIFC, Mall of the Emirates and 

NakheelHarbour and Tower station's were closed

in morning. By AshfaqAhmed, Chief Reporter, 

Gulf News, Published: 11:51 November 14, 2009

Burst water pipe closes JESS school  In Arabian 

ranches    Leah Oatway Oct 4, 2010 

DUBAI // A primary and secondary school were forced to close this 

morning due to a burst water pipe. Pupils of both the primary and 

secondary schoolôs at JumeirahEnglish Speaking School (JESS) 

in Arabian Ranches were sent home upon  arrival at the school.
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bƻǘ ŀƭƭ ƭŜŀƪǎ ŀǊŜ ǾƛǎƛōƭŜΧΧΦv i s i o n . i n . d e t e c t i o n 



.ǳǘ ƳƻǊŜ ƻŦǘŜƴ ǘƘŜȅ ŀǊŜ ŘŜǘŜŎǘŜŘ ǘƘƛǎ ǿŀȅΧΧ

Active leakage control is required to detect leaks 
which account for 85% of water loss

v i s i o n . i n . d e t e c t i o n 



An ideal scenario;  reducing intervention time 

A = AWARENESS
L = LOCATION
R = REPAIR
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v i s i o n . i n . d e t e c t i o n 
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A wide selection of available 

technologies and methodologies

v i s i o n . i n . d e t e c t i o n 



Data logging ςflow & pressure v i s i o n . i n . d e t e c t i o n 

Peru

Egypt

Philippines

γ Manual or remote (wireless) programming & data retrieval



Data logging ςSEDEPAL v i s i o n . i n . d e t e c t i o n 



Evaluating Flow Data v i s i o n . i n . d e t e c t i o n 
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Example from Bristol Water in the UK

Water Utilities look to reduce minimum night flows v i s i o n . i n . d e t e c t i o n 



Universal pressure logger used take pressure measurements within
a water-distribution network or to monitor pressure waves

Wireless Pressure monitoring  v i s i o n . i n . d e t e c t i o n 



v i s i o n . i n . d e t e c t i o n 


